
 

 
 

 
 

TECNICAL DATA SHEET 
 

JOKERLINE 
 
Definition:  ARG Plastic Wall Paint is a acrylic copolymer based, long-life mat 

building finishing coat interior surface paint. 
Properties: ARG Plastic Wall Paint is capable of easily adhering to all kinds of 

surfaces and is resistant against rubbing and wiping. It does not crack or blister and 

allows buildings to breathe with its capacity of eliminating the humidity forming inside. 
It has a high covering power. Apart from the colors listed in the color catalogue, all 

colors are available. Could be safely used on various types of interior surfaces such 
as plaster, pressed brick, cement, gross concrete, gas concrete etc. 

 

Technical Specification 
 

Density         : 1,55-1,60 
Solids          : Weight  : 60-70 

Viscosity                                           : 130-140 Ku      
     Glossiness                  :  Matt 

 

Application Method: Before applying Plastic Wall paint, all dust, oil, old and 

blistered paint coats capable of affecting the paints adhesive power should be 

thoroughly cleaned. Plastic Wall Paint should be applied in two coats with a brush, 
roller or air spray gun. %10-20 Dilute with water in proportion. 
 
Coverage:  1L with 12-16 m2 surface can be painted 
Drying Time: (25 oC) Touch dry within 20-30 min. and Hard dry after 24 hours  

 
 

Types of packaging: 3.5 kg, 10 kg, 20 kg 
risk Situations 
R 22 Harmful if swallowed. 
Safety Tips 
S2 Keep out of the reach of children 
S3 / 7 Keep container tightly closed in a cool place and keep 
Q13 from food, drink and animal feeding stuffs Keep away from 
S24/25 Avoid contact with eyes and skin. 
S46 If swallowed, seek medical advice immediately and show this 
container or labelS46 If swallowed, seek medical advice immediately and 
show this container or label 
 
 



 

 
 

 

TECNICAL DATA SHEET 
MAXI JOKER 
 
Ürün Tanımı: ARG Silicone Matt Interior Paint silicone- acrylic copolymer based, 

removable decorative interior paint. 
Properties: ARG Silicone Matt Interior Paint easily adheres to any surface. Scrub 

and wipe resistant. Colors do not fade, crack and fluffy and spraying it through the 
interior of the moisture out of the buildings ability allows him to breathe. Has a high 
covering power. Be produced in any desired color 
 

Technical Specification 
 

Density         : 1,50-1,60 

Solids          : Weight  : 65-75 
Viscosity                                           : 130-140 Ku      

     Glossiness                  :  Matt 

   
Areas of Application: Interior surfaces, plaster, die, brick, cement, gross, concrete, 

gas concrete surfaces such as roof sections can be used safely as a preservative. 
Application Method: Prevent the adhesion of paint before applying the powder, oil, 

must be completely clean the layers of the old and bloated. Universal Primer or 6 

hours after the primer is applied as two coats by brush or roller. Thinned with 10-15% 
water. 
 
Coverage:  1L with 18-20 m2 surface can be painted 
Drying Time: (25 oC) Touch dry within 20-30 min. and Hard dry after 24 hours  

 

Types of packaging: 3.5 kg, 10 kg, 20 kg 
risk Situations 
R 22 Harmful if swallowed. 
Safety Tips 
S2 Keep out of the reach of children 
S3 / 7 Keep container tightly closed in a cool place and keep 
Q13 from food, drink and animal feeding stuffs Keep away from 
S24/25 Avoid contact with eyes and skin. 
S46 If swallowed, seek medical advice immediately and show this 
container or labelS46 If swallowed, seek medical advice immediately and 
show this container or label 
 
 
 
 
 



 

 

 
 
 
TECNICAL DATA SHEET 
 

JOKER 
 
Definition: ARG Acrylıc Exterior Paint acrylic copolymer based, long-lasting matte 

finish decorative exterior paint. 
Properties: ARG Acrylıc Exterior Paint easily adheres to any surface. Resistant to 

sunlight and atmospheric conditions. Fluffy crack, the colors fade, and the interior 
insulation of high ability to breathe moisture out of the buildings provides the ability to 
spraying it through. Has a high covering power. Be produced in any desired color. 
 
Tecnical Specification 

 
Density         : 1,55-1,65 

Solids          : Weight  : 60-70 
Viscosity                                           : 130-140 Ku      

     Glossiness                  :  Matt 

   
Areas of Application: Exterior surfaces, plaster, die, brick, cement, gross, concrete, 

gas concrete surfaces such as roof sections can be used safely as a preservative. 
 
Application Method: Prevent the adhesion of paint before applying the powder, oil, 

must be completely clean the layers of the old and bloated. 24 h after the primed 
surface with two layers applied by brush or roller. Dilute with water and 10-15% 
 
Coverage:  1L with 16-18 m2 surface can be painted 

 
Drying Time: Touch dry within 1-2 hour and Hard dry after 24 hours 

 

 
Types of packaging: 3.5 kg, 10 kg, 20 kg 
risk Situations 
R 22 Harmful if swallowed. 
Safety Tips 
S2 Keep out of the reach of children 
S3 / 7 Keep container tightly closed in a cool place and keep 
Q13 from food, drink and animal feeding stuffs Keep away from 
S24/25 Avoid contact with eyes and skin. 
S46 If swallowed, seek medical advice immediately and show this 
container or labelS46 If swallowed, seek medical advice immediately and 
show this container or label 
 



 

 
 

 

 
 
 
 
 
TECNICAL DATA SHEET 
 

JOKER MAX 
 
Definition: ARG Silikone Exterior Paint silicone- acrylic copolymer based, long-

lasting matte finish, silicone decorative exterior paint 
Properties: ARG Silikone Exterior Paint easily adheres to any surface. Fluffy and 

crack resistant to sunlight and atmospheric conditions, the colors fade, and the 

interior insulation of high ability to breathe moisture out of the buildings provides the 
ability to spraying it through. Has a high covering power. Be produced in any desired 

color. 
 

Technical Specification 
 
Density         : 1,55-1,65 

Solids          : Weight  : 60-70 
Viscosity                                           : 130-140 Ku      

     Glossiness                  :  Matt 

   
Areas of Application: Exterior surfaces, plaster, die, brick, cement, gross, concrete, 

gas concrete surfaces such as roof sections can be used safely as a preservative. 
 
Application Method: Prevent the adhesion of paint before applying the powder, oil, 

must be completely clean the layers of the old and bloated. 24 h after the primed 
surface with two layers applied by brush or roller. Dilute with water and 10-15% 

 
Coverage:  1L with 16-18 m2 surface can be painted 

Drying Time: Touch dry within 1-2 hour and Hard dry after 24 hours 

 
 

Types of packaging: 3.5 kg, 10 kg, 20 kg 
risk Situations 
R 22 Harmful if swallowed. 
Safety Tips 
S2 Keep out of the reach of children 
S3 / 7 Keep container tightly closed in a cool place and keep 
Q13 from food, drink and animal feeding stuffs Keep away from 
S24/25 Avoid contact with eyes and skin. 



S46 If swallowed, seek medical advice immediately and show this 
container or labelS46 If swallowed, seek medical advice immediately and 
show this container or labe 
 
 

 
 

TECNICAL DATA SHEET 
 

JOKER TEX 
 
Definition: ARG Acrylıc Textüre Exterior Coating acrylic copolymer  

based, grainy matte long-lasting water-based exterior coating of decorative paint 
Properties: ARG Acrylıc Textüre Exterior Coating easily adheres to any surface. 

Fluffy crack, the colors fade, and the interior insulation of high ability to breathe 

moisture out of the buildings provides the ability to spraying it through. High has the 
power to cover up cracks. Be produced in any desired color 

 
Tecnical Specification 

 
Density         : 1,60-1,70 
Solids          : Weight  : 75-85 

Viscosity                                           : 130-140 Ku      
     Glossiness                  :  Matt 

   
Areas of Application: Plaster, die, brick, cement, gross, concrete, gas concrete 

surfaces such as decorative as a preservative, can be used safely by covering cracks 

and faults 
 
Application Method: Prevent the adhesion of paint before applying the powder, oil, 

must be completely clean the layers of the old and bloated. After 24 hours the 
desired pattern roll according to the primed surface (coarse, fine) are in the form of a 

single layer. Optionally diluted with water. Application temperature +5 oC to +30 oC. 
 

Coverage:  1L with 1-1,5 m2 surface can be painted 
Drying Time: (25 oC)  Touch dry within 1-2 hour and Hard dry after 24 hours 

 

Types of packaging: 3.5 kg, 10 kg, 20 kg 
risk Situations 
R 22 Harmful if swallowed. 
Safety Tips 
S2 Keep out of the reach of children 
S3 / 7 Keep container tightly closed in a cool place and keep 
Q13 from food, drink and animal feeding stuffs Keep away from 
S24/25 Avoid contact with eyes and skin. 



S46 If swallowed, seek medical advice immediately and show this 
container or labelS46 If swallowed, seek medical advice immediately and 
show this container or label 
 
 

 
 
 

 
 

 

TECNICAL DATA SHEET 
 

JOKER SOFT 
 
Definition: ARG Silicone Silky Paint Interior and exterıor, silicone –acrylic copolymer 

based, silky decorative interior paint that can be deleted. Durability, brightness, 

thanks to water and humidity resistance of brick and tile surfaces. 
Properties: ARG Silky Silicone easily adheres to any surface ARG Interior paınt. 

Scrub and wipe resistant. Colors do not fade, crack and fluffy and spraying it through 

the interior of the moisture out of the buildings ability allows him to breathe. Has a 
high covering power. Be produced in any desired color. 
 
Tecnical Specification 

Density         : 1,25-1,35 

Solids  %         : Weight  : 55-65 
Viscosity                                           : 140 Ku      

     Glossiness                  :  Silky Matt 

   
Areas of Application: Interior surfaces, plaster, die, brick, cement, gross, concrete, 

gas concrete, brick, decorative surfaces such as tiles can be used safely as a 
preservative. 
 
Application Method: Prevent the adhesion of paint before applying the powder, oil, 

must be completely clean the layers of the old and bloated. Universal Primer or 6 

hours after the primer is applied as two coats by brush or roller. Thinned with 10-15% 
water. 
 
Coverage:  1L with 18-20 m2 surface can be painted 
Drying Time: (25 oC) Full dry 1 hours. 24 hours after the topcoat can be applied 

 

Types of packaging: 3.5 kg, 10 kg, 20 kg 
risk Situations 
R 22 Harmful if swallowed. 
Safety Tips 
S2 Keep out of the reach of children 
S3 / 7 Keep container tightly closed in a cool place and keep 
Q13 from food, drink and animal feeding stuffs Keep away from 



S24/25 Avoid contact with eyes and skin. 
S46 If swallowed, seek medical advice immediately and show this 
container or labelS46 If swallowed, seek medical advice immediately and 
show this container or label 
 

 
 

 
 

TECNICAL DATA SHEET 
PRIMER JOKER 
 
Product Description: ARG Universal Primer Acrylic emulsion based, 
covering high filling power and can use internal and external wall primer. 
General Use: Surface finish is very good population by providing a solid 
foundation hazırlanılmasını very good adhesion of the paint to the 
surface and reduces paint consumption. 
 

Technical Specifications 
 
Density                  :  1,60-1,70 
Solid  %         :  Weight: 75-85 
Viscosity                                          :  140 Ku   

       

   
Practice Areas: Plaster, press, brick, cement, gross, concrete, aerated concrete, 

gypsum, lime-washed walls and similar raw surfaces can be applied safely. 
Application: The application surface should be degreased and dust, which swelled 

layer of paint and the floor must be dry cleaned. Special tools or spray with spray 
paint, who also can be applied by brush or roller. Used by 10% by adding water. 
Drying Time: (25 ° C) and thoroughly dry after 1-2 hours. 2 hours after the finish can 

be applied. 

Coverage: 1L paint can be painted with a 8-10 m2. 
 
Types of packaging: 3.5 kg, 10 kg, 20 kg 
risk Situations 
R 22 Harmful if swallowed. 
Safety Tips 
S2 Keep out of the reach of children 
S3 / 7 Keep container tightly closed in a cool place and keep 
Q13 from food, drink and animal feeding stuffs Keep away from 
S24/25 Avoid contact with eyes and skin. 
S46 If swallowed, seek medical advice immediately and show this 
container or labelS46 If swallowed, seek medical advice immediately and 
show this container or label 
 



 

 

 

 
 
 

 

TECNICAL DATA SHEET 
 

GRENA JOKER FLEX SILICONE TEXTURE EXTERIOR COATING 
 
Definition: ARG Silicone Textüre Exterior Coating silicone-acrylic copolymer  based, 
grainy matte long-lasting water-based exterior coating of decorative paint. 

 
Properties: ARG Silicone Textüre Exterior Coating easily adheres to any surface. 

Fluffy crack, the colors fade, and the interior insulation of high ability to breathe 
moisture out of the buildings provides the ability to spraying it through. High has the 
power to cover up cracks. Be produced in any desired color 

 
Tecnical Specification 

 
Density         : 1,60-1,70 

Solids          : Weight  : 75-85 
Viscosity                                           : 130-140 Ku      

     Glossiness                  :  Matt 

   
Areas of Application: Plaster, die, brick, cement, gross, concrete, gas concrete 

surfaces such as decorative as a preservative, can be used safely by covering cracks 
and faults 
 
Application Method: Prevent the adhesion of paint before applying the powder, oil, 

must be completely clean the layers of the old and bloated. After 24 hours the 

desired pattern roll according to the primed surface (coarse, fine) are in the form of a 
single layer. Optionally diluted with water. Application temperature +5 oC to +30 oC. 
 

Coverage:  1L with 1-1,5 m2 surface can be painted 

 
Drying Time: (25 oC)  Touch dry within 1-2 hour and Hard dry after 24 hours 

 
 

 
 
THIN WITH                       STİR                            CLEAN THE                              APPLY WITH                    STORE IN TIGHTLY 
WATER                                                                SURFACES                                 ROLLER                         CLOSED PACKAGES    
    
 
 
 



ARG PAINT SUPER ELASTIC EXTERIOR COATING   

Product Description: ARG paint Super Elastic Exterior Coating is special acrylic copolymer emulsion 
based and resistant to external factors. With its super elastic form it is resistant against hair cracks it is 
a decorative protective coating.   

General Usage: ARG paint Super Elastic Exterior Coating adheres to every surface easily. It will not 

swell, crack or fade. It has high isolation capability and the capability of raking out the humidity 
occurring inside helps the buildings to breathe. It has a high crack -covering capability. It can be 
produced in any color requested.        

Technical Specifications 

Density: 1,40-1,50 

Solids % : Percentage by weight: 75-85 

Viscosity : above 140 Ku  

Luminosity : Half Matte 

Application Areas: It can be used on the surfaces such as plaster, press, brick, cement, gross, 
concrete, aerated concrete confidently as decorative protection by covering the cracks and mistakes.   

Application Type: the surfaces to be applied should be free of all kinds of dirt, oil and dust and should 
be dry. ARG paint Super Elastic Exterior Paint can be applied as coating by thinning it with water 
about %50. It can be applied to the coated surface 6 hours later via roll in desired pattern (thick, thin) 

as a single layer. It can be thinned with water as desired. The application temperature is  between 
+5oC and +30oC. 

Coating Area: With 1L paint 0,8-1,5 m2 are can be painted.   

Time of Drying: (25 oC) Full drying takes 24 hours.   

 
 

 
 

 
 
 

 

 

 

 

 



ARG  PAINT ROAD LINE PAINT  

Product Description: 

Alkyd, Chlorinated rubber resin based, single component, matte air drying,  TS EN 1871 certificated  top layer 
paint. 

General Usage 

It can be applied on all kinds of asphalt, concrete floors with roll, brush and spray gun. This product which has 

high elasticity and perfect abrasion resistance also has the property of fast drying. It creates high resistance for 

salt water and chemicals and has the highest limits of lighting factors which utilizes the night vision. It can be 
used as Reflective. It has the ability to be stored for long years.    

Technical Specifications  

Density: 1.35-1,45 g/ml 
Solids % : Percentage by weight : 70-75 

: by volume : 50-60 
Viscosity: 180-200 sn 
Application viscosity: 18-20 sn ( 20oC, with tollle %5-10 thinner) 

Luminosity: 10-30 Gloss 

Time of Drying 

PAINTABLE AREA  DRY FILM WET FILM  THEORETIC SPREAD   

APPLICABLE (MICRON)  70-14 0 100-200  8-11 m2/lt 

RECOMMENDED (MICRON)  100 150  9 m2/lt 

Application 

It can be applied by roll, brush and spraying. In the applications with roll and brush, 2 layers of painting can be 

applied. In the applications with spray gun according to the air/airless systems single or 2 layers of painting can 

be applied. However before applying 2 layers, it should be waited for 10 minutes for dust drying. Since it has the 
thinnest particle size during the application it will not block the nozzles.     

 

Time of Drying 20oC 
Dust Drying  Contact Drying 

FULL / MONTAGE 
DRYING 

10-20 min. 
 

 1 hour   


